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VMS Board -

'C Size’

Discover the Full Colour, LED brilliance of the INNOV8 Equipment “C Size” Variable Message Sign (VMS) Board. The innovative
design of SMD with optical lens provides excellent readability, high energy efficiency and outstanding LED luminosity for continuous

24/7 operation under solar power. Trailer mounted for easy portability.

© Superior Screen Resolution

Smaller pixel size on the large "C Size" screen produces highly
visible images and text.

INNOV8 VMS Others
(P25 56x96 Pixels) (P50 28x48 pixels)

© AGD Radar Detection

Radar to alert road users to their current speed in altered limit
conditions. Data analysis available to produce vehicle flow reports.

© MC20 Handheld Controller

Touch screen for easy control and instant updates.

© High Display Performance

Low reflection, and high luminance and contrast ratios reduce
negative glare and make messages easy to distinguish.

INNOV8 VMS Others

© Low Power Consumption

330W solar panels save up to 70% power while performing with the
same brightness level.

© Easy to Clean

If effected by graffiti or excessive dirt it's easy to clean.

Contact INNOV8 Equipment today

email sales@innov8equipment.com.au
phone 1300071 007
www.innov8equipment.com.au



INNOV@

EQUIPMENT

© Product Dimensions
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© Product Information

» Full-colored SMD VMS

» Pixel Pitch: 25mm

» Display Resolution: 56H x 96W mm

» Cabinet Size: 1,600H x 2,600W x120D

» Brightness: >12,400 cd/m?

» Voltage: DC 12V or DC 24V

» Power Consumption: 400W (Max.) 60W (Avg.)
maintenance

le Batteries: 600AH

structure, anti-corrosion

» Hydraulic Mast Lifting System
» 360 - degree VMS Rotation

» Diameter 50mm tow couplings to be towed
» GPS tracking

» 4G connectivity for remote web control

» Pixel diagnostic

» Voltage protection

» Auto brightness control

» Australian Standards AS 4852 : 2009

» CE Standards EN12966

Contact INNOV8 Equipment today

email sales@innov8equipment.com.au
phone 1300071 007
www.innov8equipment.com.au
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